COVER AND LID PER NEENAH R—-1572
LABEL "W" OR CITY APPROVED EQUAL

FINAL GRADE

48" DIA. PRECAST
CONCRETE MANHOLE RING —||
(std.) FIBERGLASS METER
CAN MAY BE USED WHEN

NOT LOCATED IN THE
STREET
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PRECAST CONCRETE FLAT
LID FOR H—20 LOADING
{STD.) OR CONCENTRIC
CONE (ENGINEER’S
APPROVAL ONLY)

<

|| AIR RELIEF OR VAC VALVE
J-’—VALMATIC (OR CITY APPROVED)
(SEE TABLE BELOW)

(LOCKING)

1" BRASS BALL VALVE
MUELLER ORISEAL Il (CITY
APPROVED)

8" X 12" CONCRETE
FOOTING. OMIT PORTION
WHICH CROSSES PIPE.
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1" DOUBLE STRAP SERVICE

UNDISTURBED TAP SADDLE; BRONZE W/
FOUNDATION OR BRCNZE STRAPS.
GRAVEL BASE.
3/4"—1" GRAVEL PROPOSED WATER LINE
AIR RELIEF OR VAC VALVE DATA
WATERLINE INLET OUTLET CRIFICE VALMATIC
DIAMETER SIZE N.P.T. SIZE N.P.T. SIZE MODEL NO.
8" OR UNDER 1 3/8" 1/16" 15
8" 1 1/2" 3/32" 22
10" 1 1/2" 3/32" 22
12" 1 1/2° 1/8" 25
AIR RELIEF OR VAC STANDARD NO. W-7
VA:,LVE ASSEM_BLY SHEET 1 OF 2 o
6” thru 12” Pipe &
City of Aztec APP’D___R. Salcido
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