FINAL GRADE

NEENAH FROST PROOF MANHOLE COVER,

CAT. No. R—1572 LABEL "w"

APPROVED EQUAL.

GROUT

OR CITY

N

RIS

48" DA, PRECAST |-

CONCRETE MANHOLE
RING (STD.)

MANHOLE STEPS 16" 0.C.
FOR DEPTHS OVER 3 -0
(LOCKING)

2" BRASS BALL VALVE
MUELLER ORISEAL Il

{(OR CITY APPROVED)

(THREADED) CAP
2" MIN. — B” MAX.

T T
UNDISTURBED /
FOUNDATION OR

GRAVEL BASE

8" X 12" X &
CONCRETE
FOOTING OMIT
PORTION
WHICH
CROSSES PIPE

PROPOSED
WATER LINE

W 0
.-

2" BRASS NIPPLE

PRECAST CONCRETE FLAT
l—"— LID FOR H—20 LOADING

[[|=- AR RELIEF OR VAC VALVE

] (STD.) OR CONCENTRIC

L CONE (ENGINEER'S
2] APPROVAL ONLY)

a--_ A

2

57 :‘_ L—

5 s

2]

> VALMATIC (OR CITY APPROVED)
“4 ||| (SEE TABLE BELOW)
.. -5_l
/‘/‘____2 BRASS PIPE
P (LOCKING)
C 2" BRASS BALL VALVE
MUELLER ORISEAL II
P (OR CITY APPROVED)
[

TI;
il
T
N
w
’
z
T
o
mn

L3 |
= ||
|||m|||ml
T —1

2" DOUBLE STRAP
SERVICE SADDLE.
DUCTILE IRON BODY
W/ BRONZE
STRAPS.

3/4"-1" GRAVEL

AIR RELIEF OR VAC VALVE DATA
WATERLINE INLET OUTLET ORIFICE VALMATIC
DIAMETER SIZE N.P.T. | SIZE N.P.T. SIZE MODEL NO.
18" o 1/2" 3/16” 38
24" 9" 178 3/16" 38
OVER 24" AS DIRECTED BY ENGINEER.

AIR RELIEF OR VAC
VALVE ASSEMBLY

16" PIPE OR LARGER
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